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RECEPTACLE SIZE:M17

HOUS ING: SACC-MSQ-M12MS-25-3, 2 SCO

MAKER : PHOENIX CONTACT
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RECEPTACLE SIZE:M73
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. ALL DIMENSIONS ARE
. MOTOR SPECIFICATIONS
. ENCODER SPECIFICATIONS:900-172-503 (Z4BIT ABSOLUTE)
. HOLDING BRAKE CANNOT BE USED TO STOP MOTOR.
15um OR BELOW AT RATED SPEED.

. PLUGS AND CABLE CLAMPS ARE OPTIONAL.
. READ AND UNDERSTAND DOCUMENT PACKED WITH MOTOR

. VIBRATION

136

IN MILLIMETERS.

:900-172-604

(SAFETY PRECAUTIONS), AND BE CAREFUL USING MOTOR.

MUST USE SPECIFIED CONNECTORS FOR MOTOR.

THE CONNECTOR DOWN

. DO NOT TOUCH EACH OF CONNECTOR PINS DIRECTLY.
. IN CASE OF MOUNTING THIS MOTOR HORIZONTAL, TO PLACE
[S RECOMMENDABLE.
. USE HEXAGON SOCKET HEAD CAP SCREWS FOR MOUNTING MOTOR.

. DEGREES OF PROTECTION:IP67 EXCEPT FOR SHAFT OPENING.

IT CAUSE FAILURE.

(KEY WAY)

VIEW C . MOTOR CONNECTOR COULD BE TURNED IN THE RANGE OF + WITHIN 10 TIMES.
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